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1 |INITIAL RELEASE JACK WU |2015/03/21
2 |NEW FORM JACK WU |2020/05/12
3
= ) TECHNICAL CHARACTERISTICS:
4‘“ 2-91.5 22| 2
| 46.0 B 1. General Characteristics
ps Dimensions : 56.0L x 30W x 3.45H mm
56.0 Weight : Approx7.5+0.5¢g
43.8 Durability : 300,000 Cycles Min.
0.74 21.9 2. Electrical Characteristics
| 7Bo8.89 12.93 Contact Resistance : 50Q Typical, 100Q Max.
2150 o080 I Insulation Resistance : >1000 MQ/500V DC
MYLAR 3. Solderability :
Vapor Phase : 215°C / 30sec. Max
ﬁu IR Reflow : 260°C. 10sec. Max
Manual Soldering : 370°C, 3sec. Max
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S N 4. Environmental Characteristics
< < 9 Operating Temperature : -40°C~+85°C
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S o S8 Operating Humidity : 10%~+95%RH
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" 5. | FLAKE sus
Silver 30u" on Contact Area,
~ ‘M 4. SWITCH CONTACT| Tin Plated on Solder Tails
© EARTHING |
ELECTRIC FUNCTION DETECT SWITCH o g Copper Alloy, Gold Plated 10u" on Contact Area
WITHOUT CARD OPEN o = — - = 3. | bATA conTAcT | Tin Plated on Solder Tails
ARD INSERTED LOSED ) ) 4-2.50 g
c S CLoS " % ™ 00 N 2. | COVER SUS, Gold Plating on Solder Tails
N " EARTHING } 9,4?’} — Fe 4 1. BASE LCP, UL 94 V-0, Black
< I NO. | PART NAME DESCRIPITION
CARD INSERTED WITHOUT CARD &, EARTHING DIMESIONS : | TOLERANCES UNLESS
o OO E mm OTHERWISE SPECIFIED : .
SWITCH OPERATION DIAGRAM 2% I 14.00 ¥ X 2030 Chunxin Technology
34.88+0.1 - '@_a_ ANoLES i NAME
SCALEl i1 oo JACK WU zorso3zt Smart Card Socket Slim Type Push
SHEET CHK 20150321] Pull, SMT Pin, Normal Open
1/1 PETER WANG
SIZE APVD 20150321 |PRODUCT No.
Ad SIMON LI CX1-SC103-A61
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